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Bhimber

Labour Composite

Cutting Ransome or Larson or similar piles. Per cut 122.00 122.00

Cutting universal piles. Per cut 183.00 183.00

Driving steel piles above 7.5 m. to 9 m. Sq.m. 354.55 354.55
Sq.ft. 32.95 32.95

Driving steel piles above 4.50 m. to 7.50 m. Sq.m. 338.65 338.65
Sq.ft. 31.45 31.45

Driving steel piles upto 4.5 m. Sq.m. 243.50 243.50
Sq.ft. 22.65 22.65

Dolleying piles. Each 198.55 198.55

Drilling holes in piles by hand. Each 16.80 16.80

Raising and lowering machine. R.M. 13386 13386
R.ft. 4080 4080

Turning machine 90 degrees Each Job 4119 4119

Turning machine 135 degrees Each Job 6344 6344

Turning machine 180 degrees Each Job 8145 8145

Travelling machine (light) in working area. Per 30 m 9404 9404

Loading and/or unloading piles. Tonne 159 159
Ton 162 162

Dismantling piling machine. Each Job 27750 27750

Erecting piling machine Each Job 28597 28597

Per 30 m 3798 3798

Per day 11273 1127322-17
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Carriage of piling machine under different conditions in working area.

Hire charges of piling plant with accessories including fuel, pay of
operator and other mechanical staff, mobilization, demobilization and
idle time.

Description Unit
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